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SECURITY MEASURES

1-) A product suitable for a healthy
and safe working environment
must be selected and the device
must be used in accordance with
the instructions.

2-) The necessary checks,
maintenance and cleaning of the
device must be done before
production. However, electrical
repairs should not be made under
voltage.

3-) No electrical device should be
touched or attempted to be
repaired with wet hands.

4-) The operator must be informed
about the operation of the device
and only those under his/her
responsibility should handle the
device.
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SECURITY MEASURES

N e i
5-) Attention should be paid to the - o - '
lighting of the environment e
depending on the location of the
device.

6-) Employees must be required to
comply with the safety measures
and signs in the environment.

GUVENLIGI
7-) Electrical devices and machines
must have a protection type “,p
appropriate to the environment -
they are operated in. They must be L

isolated against factors such as
moisture, steam, oil, dust, and
heat.

8-) At the end of the day, the device
must be turned off and made safe
after use.
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SAFE USE WARNINGS

e Before performing any operation on the device, disconnect all supply
voltages.

e Do not disassemble the device while it is energized.

e Do not clean the device with solvents or similar substances. Use only a
dry cloth to clean the device.

e Check that the connections are correct before operating the device. Keep
signal cables away from contactors, inductive loads, electrical noise
emitting devices and energy-carrying lines.

e The device must be protected from adverse environmental conditions
such as humidity, vibration, pollution and high/low temperature. Mount
it away from electrical noise emitting devices such as contactors and
energy-carrying lines.

e To be minimally affected by electrical noise; Use shielded cables and
ground the shield.

e Contact our authorized dealer in case of any problem with your device.
The manufacturer cannot be held responsible in any way for any
undesirable situations that may arise as a result of not implementing the
above precautions.
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UNITY SKOP36-1is a product used to examine regularly repeated movements. It is
used only for surface inspection. It facilitates the detection of surface defects in
the entire production line. It is extremely useful and widely used in industries
such as steel production and paper, where defects are difficult to see with the eye
on a fast moving smooth surface. It doubles the ability to verify surface
irregularities regardless of the visual appearance of defects that escape the
operator's attention. It quickly adapts to the bright flash series, detecting only the
moments that are illuminated. In case of this in combination with a moving
object, it is monitored in real time to increase efficiency and the printing error is
corrected without delay. It is the most effective method when a quick impression
control is required. It facilitates and allows you to safely investigate potential
printing defects on a wide range of machines from a wide range of industries
without physical contact with the machine. Uniscope is a durable, highly
sensitive, portable device that stops the movement and diagnoses the problem.
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UNITY SKOP36-1 is critical to detecting these defects, controlling costs and improving
quality. This is only a limited loss, but inspections can prevent customers from
returning entire rolls of material due to minor errors missed on the line. This saves
rework costs and follow-up inspection costs. Catching these defects early can reduce or
prevent waste. UNITY SKOP36-1 is an effective inspection tool for this process. When
elements move at high speed, it is impossible for the eye and mind to focus clearly on
the shapes. SKOP36-1 eliminates motion blur and allows operators to see the image
steadily.
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TECHNICIAL SPECIFICATIONS

MEASURING RANGE MAX1m
SENSITIVITY 10-100 cm
FREQUENCY RANGE 0.5/1000 hz
FLASH INTENSITY 30/60.000 rpm
FLASH INTENSITY 300 MM /300 X200 mm
LIGHT INTENSITY 2000 Ix
SENSITIVITY 200 MM /500 mm
FLASH DURATION 2..100 ps
EXTERNAL INPUT EXTERNAL - ENCODER
U. IsxkcpPr
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1.In regularly repeated movements.

2. In the printing, paper sector.
3. In the packaging sector.

4. Printing: Print quality and paper control, fold alignment, embossing
quality.

5. Converting: trimmed edge and hole analysis, surface control of adhesives
and coatings, die-to-die registration, slitting/rewinding, cutting quality.

6. Paper: special paper, cutting quality in finishing departments.
7. Whether it is printing or coating, UNITY SKOP36-1 has shown its suitability

for use in these cases, especially when we need a fast measurement control
or a fast general control.
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The button that performs the flash on/off operation in the section indicated by number 1.

The button that allows us to change the mode in the section indicated by humber 2.

Internal; This is the mode where the flash speed is manually adjusted with the rotary encoder
on the device.

External; This is the mode where the flash speed is adjusted depending on the sensor
information read from the external input input.

Encoder; This is the mode where the flash speed is adjusted depending on the encoder
information read from the external input input.

Flash Rate; This is the position where the flash speed is adjusted. The number of flashes per
minute is adjusted using the rotary encoder.

Flash Duration; This is the position where the flash duration is not adjusted. The brightness
of the LEDs whose flash duration will be changed is adjusted.

Phase Delay; This is the position where the phase delay is adjusted. By changing the pulse
start time, the controlled area is shifted.

In the section indicated by number 3, the button doubles the flash frequency value written on
the screen.

The button indicated by humber 4 allows the flash frequency value written on the screen to
be divided by 2.

In the section indicated by number 5, it is used to increase and decrease the values written
on the screen. At the same time, Rate, Dur, Del selections can be made by pressing this
button. (Flash Rate, Flash Duration, Phase Delay)
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FLOW DIAGRAM

If you read page 8, proceed to

the next step.

1. Take the device out of the
box and check it.

J

2. Before starting the
installation of the device, read

page 8.
J

4.Install the power cables.
Check the socket connections.

J

5. Make sure the device is
installed correctly. Check the
sockets.
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OUR CONTACT INFORMATION

Telefon: +90 212 549 30 56
GSM: +90 552 366 30 56

Mail: info@unitygrup.com
www.unitygrup.com
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