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SECURITY MEASURES

1-) Product selection suitable for a
healthy and safe working
environment should be made and
the device should be used in
accordance with the instructions.

2-) Necessary checks, maintenance
and cleaning of the device must be
carried out before production.
However, electrical repairs should
not be made under voltage. 

3-) Any electrical device should not
be touched or repaired with wet
hands.

4-) The operator should be
informed about the operation of
the device and only the people
under his/her responsibility
should deal with the device.
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SECURITY MEASURES

5-) Attention should be paid to the
lighting of the environment depending
on the location of the device.

6-) It should be mandatory for
employees to comply with the safety
measures and signs in the
environment.

7-) Electrical devices and machines
must have the type of protection
appropriate to the environment in
which they are operated. It must
be isolated against factors such as
moisture, steam, oil, dust and heat.

8-) At the end of the day, the device
must be turned off and made safe
after use.
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 SAFE USE WARNINGS

 Before performing any operation on the device, disconnect all supply voltages.
Do not disassemble the device while it is under power. 
Do not clean the device with solvents or similar substances. Use only dry cloth to

clean the device. 
Before operating the device, check that the connections are correct. Keep signal-
carrying cables away from contactors, inductive loads, devices that emit electrical
noise, and energy-carrying lines. 

The device must be protected from adverse environmental conditions such as
humidity, vibration, pollution and high/low temperature. Install devices that
emit electrical noise, such as contactors, away from energized lines. 

To be least affected by electrical noise; Use shielded cable and ground the shield. 
If you have any problems with your device, please contact our authorized dealer. 
The manufacturer cannot be held responsible in any way for any undesirable
situations that may arise as a result of not applying the above precautions. 
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OVERVIEW

UNITY USK02 synchronous card is designed for use in industrial automation
applications, taking into account its dynamic design. Sensors, PLCs, transmitters,
etc. in the field in industrial environments. It is produced to isolate the 0-10 Volt
analog signals produced by devices from electrical noise in the environment and to
carry them to remote locations.  It has 220 VAC input supply voltage.   It controls
and isolates two different sources without mixing them together. It isolates the
input voltage in the 0-10V range and transfers it back to the output as 0-10V. In
this way, it ensures solid product continuity in an industrial environment. The
mounting method of the device is rail type and the box dimensions are 70 X 85 X 58.
It operates at temperatures between 0-50°.
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INPUT FEED 220 VAC

OPERATING TEMPERATURE 0-50°

PROTECTION CLASS IP 20

INSTALLATION METHOD RAY TIP

DIMENSION 70 X  85 X  58

INPUT VOLTAGE 0-10V

OUTPUT VOLTAGE 0-10V
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GENERAL AND TECHNICAL SPECIFICATIONS
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· Driver speed control.
· Control of line speed reference. 
· Potentiometer feeds.
· PLC Analog output.
· Used to isolate the output of many transmitters.

WHERE TO USE? 

www.unitygrup.com
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CONNECTION DIAGRAM
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STEPS TO FOLLOW 

4.Assemble the power cables.
Check the socket connections.

2. Read page 8 before starting
the assembly of the device.

3. Read page 6 before starting
the installation of the cables
supplied with the device.If
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5. Ensure correct installation of
the device and check its
sockets.
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1.Take the device out of its
box and check it.
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TECHNICAL DRAWING
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OUR CONTACT INFORMATION 
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Address:  

Telephone: +90 212 549 30 56 

GSM:       +90 552 366 30 56 Mail:         info@unitygrup.com www.unitygrup.com
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