
Model
Rated

Capacity
DC24V

75°

torque (kgf-m) (N-m)

Current (A)
Power (W)

No of hour set (S)

Weight (kg)
Maximum speed (r/min)
Weight of powder (g)

D1
D2

D3(G7)
D4
L

L1
L2
L3
L4
L5

d(H7)
T

W(P7)
V

R

S

EXTERİOR DİMENSİON

UTF-M 15
1.2(12)

0.94
22.5
0.1
4.5

152
126
42
64

132
29
98
15

25.5
14.5
15
17
5

M4*0.7P-8L

6-M6*1P*10L

1/8

UTF-M 25
2.5(25)

1.24
30

0.12
7.6

182
160
55
78

157
43

108
17
26
15
20
22
5

M5*0.8P*10L

6-M6*1P*10L

1/4

UTF-M 50
5(50)
2.15
51.5
0.13
12.5
1800

225
198
74

100
192
55

131
30
28
18
25
28
7

M6*1P*12L
6-M6*1P*10L

3/8 3/8

UTF-M 100
10(100)

2.4
57.6
0.25
34

290
256
100
140
239
65

167
28

45.5
26.5
30
33
7

M10*1.5P*20L
6-M10*1.5P*20L

3/8

UTF-M 200
20(200)

2.7
64.8
0.37
45

327
295
110
150

270.5
69

191.5
30
55

26.5
35

38.5
10

M10*1.5P*20L
6-M10*1.5P*20L

UTF-M TEKNİK ÇİZİM

20 33 60 140 225




